o PCB Antenna

S SUNTSU SATPC-75A8FF-CEB5

75.0mm x 8.5mm x 0.5mm

Applications

e 3G/ GSM & WiFi o IEEE802.11 (b/g/n) & 3G / GSM
e PCB Type ¢ Automotive Sensors

e Stable And Reliable Performance e Smart Outdoor Devices

e 824-960MHz, 1710-2170MHz & 2400-2500MHz e Machine To Machine Wireless

Communication

e Compact Size With Efficient Reception
e Mobile Systems

S AT PC 75A8FF CE B5

SUNTSU ANTENNA PCB ANTENNA PACKAGE SIZE* APPLICATION FREQUENCY
75A8FF = 75.0mm x 8.5mm x 0.5mm CE = Cellular B5 = 824-960MHz

1710-2170MHz
2400-2500MHz

COMPLIANT
* Where letters denote decimal location (A=.0, B=.1, C=.2, etc.); e.g. B5=0.15, 3A5=3.05, 9A=9.0

Frequency Band MHz 824 960

Impedance Q 50 ‘
Polarization Linear

Peak Gain dBi 22 At 890MHz ‘
Efficiency % 66 At 890MHz

VSWR 3 At Center Frequency ‘
Operating Temperature C -40 85

Electrical Parameters Units Minimum Typical Maximum Remarks
Frequency Band MHz 1710 2170

Impedance Q 50

Polarization Linear

Peak Gain dBi 2.0 At 1950MHz

Efficiency % 64 At 1950MHz

VSWR 3 At Center Frequency
Operating Temperature C -40 85

Electrical Parameters Minimum Typical Maximum Remarks
Frequency Band MHz 1710 2170

Impedance Q 50

Polarization Linear

Peak Gain dBi iS5 At 2442MHz

Efficiency % 65 At 2442MHz

VSWR 3 At Center Frequency
Operating Temperature C -40 85

Suntsu Electronics, Inc.
www.suntsu.com 142 TECHNOLOGY DR., SUITE 150
Specifications are subject IRVINE, CA 92618

to change without notice.

Call: +1-949-783-7300 | Fax: +1-949-783-7301



e
PCB A
% SUNTSU SATPC-75ABFF.CEBS

75.0mm x 8.5mm x 0.5mm
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S SUNTSU

Radiation Pattern
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PCB Antenna
SATPC-75A8FF-CEB5

75.0mm x 8.5mm x 0.5mm
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75.0mm x 8.5mm x 0.5mm
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PCB Antenna

% SUNTSU SATPC-75A8FF-CEB5

75.0mm x 8.5mm x 0.5mm

Electrical Test (For 3G & GSM Electrical Test (For 3G & GSM

Return Loss VSWR
522 Log Mag 10.00dB/ Ref 0.000d8 [F1) @ 522 SWR 1.000/ Ref 1.000 [F1)
$0.00 11.00
1 ©24.0000000 MHz -14.261 dg 1 834.0000000 MHz [1.4803
2 960.0000000 MHz -8.9937 dB 2 940.0000000 MHz |2.1012
3 1.710000000 GHz -11.431 dB 2 14710000000 GHz [1.7273
40.00 |»4 2.170000000 GHz =9.3553 dB 10.00 |»4 21170000000 GHz |2.0331
20.00 9.000
20.00 8.000
10.00 7.000
0.000 M 6.000
=-10.00
-20.00 4.000
-320,00 3.000
4
=40.00 2.000
i
3
-50.00 > S 1.000 7 s 4
Electrical Test (For WiFi Electrical Test (For WiFi
Return Loss VSWR
522 Log Mag 10.00¢B/ Ref 0.000dB [F1] $22 SWR 1.000/ Ref 1.000 [F1]
S0.00 11.00
1 2.400000000 GHz -13.960 dB 1 2.400000000 GHz 1.5014
2 2.442000000 GHz -17.307 dE 2 2.442000000 GHz 1.2916
>3 2.484000000 GHz -10.441 de >3  2.484000000 GHz 1.8595
40,00 10.00
30.00 9.000
20.00 8
a4
10.00 7,000
0.000 p f ©.000
3
=10.00 S.000
1
-20.00 4.000
=30.00 2.000
2
-40.,00 2.000
1 d
=50.00 = = a 1.000 p 73 & 4
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Isolation
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PCB Ant
% SUNTSU SATPC-75ABFF-CEBS
75.0mm x 8 5mm x 0.5mm

Outline Drawing
All dimensions are in millimeters (mm) unless otherwise noted. Drawmgs are not to scale.

75.0£2.0 y

5. 0.50%0.10 ¢

Item Material
1 FR4 PCB
2 IPEX Connector and Cable with
OD of 1.13
3 Adhesive Tape

Environmental & Mechanical Specifications

High Temperature Test 85°C for 240 hours, and then to normal temperature/humidity High Temperature Test for 24hours.

Low Temperature Test -30°C for 240 hours, and then to normal temperature/humidity for 24hours.

Humidity Test 85°C / 90-95%RH for 48 hours, and then to normal temperature/humidity for 24hours.

Thermal Shock Test -30°C for 30 min and +85°C for 30 min. 5 cycles, then expose to normal temperature/humidity for 24 hours or more.

Vibration Test 5 to 200 to 5Hz, swept in 10min, 4.5G at max(2mm amplitude), in X and Y directions for 2 hours each and in Z direction for 4 hours.
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